


DC INVERTER

TRENDY WHITE SERIES

Trendy white series has new fashionable design. The
ultraviolet lamp inhibits the growth of bacteria and viruses.
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Model AWO/AWI-26HRDCITW AWO/AWI-36HRDCITW1 AWO/AWI-54HRDCITW1 AWO/AWI-71IHRDCITW1

Cooling Capacity kw 27(08-37) 351 (09-44) 53(0,85-6,3) 71(1,8-78)
Heating Capacity kw 3,0 (09-41) 3,81 (09-47) 5,35 (1,05-70) 73 (1,5-94)
Power input Cooling kw 0,67(01-13) 0989 (022-14) 1,582 (01-233) 2,03 (045-29)
Power input Heating kw 0,68 (015-14) 0957(0,22-1,65) 1,393 (0,24-2,35) 1,87(0350-35)
Power supply V/ph/Hz 230/1/50 230/1/50 230/1/50 230/1/50
Seasonal cooling efficiency (SEER) - 850 720 730 700
Seasonal heating efficiency (SCOP) - 4.60 410 420 430
Energy efficiency class ‘ Cooling/heating A++[ A+ A++[ A+ A++[ A+ A++[ A+
Indoor unit air flow volume m3/h | 610/570/540/470/440J420/390 | 680/620/560/490/450/420/390 | 1000/850/760/650/580/520/450 & 1000/850/760/580/520/450/400
Indoor unit sound pressure (L) dB(A) 38/37/34/31/26/23/22 41/38/36/33/30/27/25 45/42[40/37/34/29/26 48/44/41/40/38/36/33
Outdoor unit sound pressure (Lp) dB(A) 50 52 56 59
Indoor unit dimensions (WxHxD) mm 837x293x200 837x293x200 993x311x222 993x311x222
Outdoor unit dimensions (WxHxD) mm 732x555%330 732x555%330 802x555x350 958x660x402
Indoor unit weight kg 95 95 125 13
Outdoor unit weight kg 250 255 315 450
Refrigerant R32 (530g) R32 (570g) R32 (850g) R32 (1400g)
Maximum refrigerant pipe length m 15 20 25 25
Maximum height difference m 10 10 10 10
Operating conditions in cooling mode °C -15 - +50 -15 - +50 -15 - +50 -15 - +50
Operating conditions in heating mode °C -25 - +30 -25 - +30 -25 - +30 -25 - +30

The data is measured under the following conditions (ISO-T1). Cooling: Indoor temp. of 27 °C DB, 19 °C WB, and outdoor temp. 35 °C DB. Heating:

outdoor temp. of 7°C DB, 6 °C WB.

Indoor temp. of 20 °C DB, and
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